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The instructions state that:
- the appliance is not to be used by persons 
(including children) with reduced physical, 
sensory or mental capabilities, or lack of 
experience and knowledge, unless they have 
been given supervision or instruction.
- children being supervised not to play with the 
appliance
Instructions shall include the following:  
Warning: If the surface is cracked, switch off 
the appliance to avoid the possibility of electric 
shock, for hob surfaces of glass ceramic or 
similar material which protect live parts. 
During use the appliances becomes hot. Care 
should be taken to avoid touching heating 
elements inside the oven, for cooking ranges 
and ovens.Instructions for ovens: 
Warning: Accessible parts may become hot 
during use. 

Young children should be kept away.Instructions 
for ovens having doors with glass panels: Do not 
use harsh abrasive cleaners or sharp metal 
scrapers to clean the oven door glass since they 
can scratch the surface, which may result in 
shattering of the glass.Instructions for cooking 
ranges, hobs and oven. 
-shall state a steam cleaner is not be used
-Warning - Ensure that the appliance is switched 
off before replacing the lamp to avoid the possi-
bility of electric shock .
The instructions for ovens that have shelves 
shall include details indicating the correct instal-
lation of the shelves.
If the supply cord is damaged, it must be 
replaced by the manufacturer, its service agent 
or similarly qualified persons in order to avoid a 
hazard.



Take the installation of the left fixed frame as 
an example:
First, the front and rear two openings of the 
fixed frame are aligned to the position of the 
fixed shaft of the whole machine, touching the 
inner wall of the cooking box and advancing 
from behind.
Then, when the position of the two bayonet 
can not move forward, the front side will be 
pressed downward until it does not move.

Connecting the

Disassembly method:
First, lift the front side of the fixed frame 
smoothly to ensure that the front fixed axis is 
located outside the slot.
Then, remove the retaining frame along the 
inner wall.



Traditional

Hot air grilling

Bottom heating Grill

Defrost 3D hot air

Conventional bakingStereoscopic baking

FermentationHeat preservation

Crash Pad

Rotisserie

Baking Tray

Grill Rack

Hinge

Side Rack

Rotisserie Rack



Egg tart

Roast chicken

Biscuit

Steak

Pizza

Roast fish

cooking

cooking



cooking

cooking

cooking time

Auto menu

display

During machine functioning, press to show the time, temperature and function info on screen.

cooking time

Rotisserie 
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Product Name

Rated Pressure

Rated Power

Electric Shock Resistance

Manufacturer

Electric Built-in Oven

220-240V~

2700W

I

HANGZHOU DE&E APPLIANCES CO., LTD

Model No.

Rated Frequency

Capacity

Production Date

50-60Hz

45L

     PCB

MOTOR

PROTECTOR

PROTECTOR

TEMPERATURE SENSOR

SWITCH

HEATING TUBE

HEATING TUBE

HEATING TUBE

CIRCULATION FAN 

COOLING FAN

LIGHT
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Rated Pressure 220-240V~

Rated Power 2700W

Electric Shock Resistance I

Manufacturer HANGZHOU DE&E APPLIANCES CO., LTD
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Production Date
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SWITCH

COOLING FAN
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LIGHT

KA4508

KA4505
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